Specifications

Warning: Invalid argument supplied for foreach() in /u/h/holophone/www.holophone.com/plugins/system/rokcandy_system.php on line 144

BUY IT NOW

PortaMic PRO Head Dimensions: approx. 2.5 inch (6cm) X 1.5 inch (3.5 cm)

- Total Weight: approx. 0.5 lbs. (400g)
- Total combined dimensions: 5.5 inches (12.5cm)h X 1 inch (2.5cm)d X 2 inches (5cm)w
- Directional Characteristics: Multi-Directional pick-up pattern
- Frequency Range: 5 X 20Hz - 20kHz , 1 X 20Hz - 100Hz
- Sensitivity: -35 +/- 4db
- S/N ratio: More than 64db:
- Maximum Sound Pressure Level: 130db
- Impedence: less than 2.2 k Ohms
- **Pad**: -15db
- **Battery requirement**: 1 x 9v battery
- **Battery life**: > 3 hours
- Audio zoom feature included

**Connectors:**

- 2 Channel Dolby® Pro-Logic II **Surround Output**: stereo 3.5 mm miniplug, female, Output level -10 db, for connection to dual XLR, dual RCA or 3.5mm stereo-mini.

- 2 Channel Balanced Dolby® Pro-Logic II **Surround Output**: 1 X stereo 6 pin mini XLR Male (Output Level +4 db)